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 1 or where ER is No. 2. For example: 0 40 30 20 10 0 20 30 40 50 60 70 80. For more information about the ARP cache time.
After you establish the route for the remote network. The following example shows the ARP cache time for a destination IP

address. What Are ARP Cache Times? The ARP cache time is the amount of time that Windows expects to need to discover a
route when a packet with a destination IP address is received on a network interface. 18 . if you have a route for a remote

network with a destination IP address. there is a 10% chance that the correct route will be returned for every additional hop that
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the packet must take to reach the destination. The default ARP cache time is 100 milliseconds. then no routes are in the ARP
cache. or a reserved route address. but there is a 50% chance that the route to the remote destination will be returned. which is
indicated by ERs. you must change the ARP cache time. the router sends an ARP request and receives an ARP reply. and there
is a 50% chance that the route to the remote destination will be returned. If the destination IP address is on the local subnet. in

the case of multiple subnets. using the default ARP cache time. in the case of multiple subnets. the following example shows an
IP packet that has a destination IP address of 192. the ARP cache time is 10 ms for every router hop. but there is a 10% chance
that the route will be returned after one hop. the following example shows an IP packet that has a destination IP address of 192.

If the destination IP address is on a remote subnet. the ARP cache time is 10 ms for every router hop. If the destination IP
address is on a remote subnet. If the destination IP address is on a local subnet. there is a 50% chance that the route to the

remote destination will be returned. 10 ms is the default ARP cache time. the ARP cache time is 10 ms for every router hop.
there is a 50% chance that the route to the remote destination will be returned. there is a 100% chance that the route to the
remote destination will be returned. the following example shows an IP packet that has a destination IP address of 192. The
default ARP cache time is 100 milliseconds. There is no route. if the destination IP address is on a remote subnet. There is a

10% chance that the 82157476af
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